Casing
Shoes (ft)

schematic (1/6/2012)

Openings Top'Btm/ Type/Status

250 .

318.0

Sfc Csg
TOC: Sfc

Interm
Csg TOC:
Sfc

3,313.0

Liner
TTOC:

6740’
Prod Csg

TTOC: Sfc

7.543.0

7,550.0

Wellbore
Status:
Active
Producer

NO USDW
PRESENT

Top of
Injection
Zone:
B-Sand 6798’

5, 770.0f, 6,771.0ft, Wa0 PERFS,
SCAUEEALED

6,822 0ft, 5,842.0ft, FERFORATED, OFPEM
6,860.0ft, 5,908.0ft, FERFORATED, OFPEM
6,924 0ft, 5,958.0ft, FERFORATED, OFPEM

6,924.0f, 6,960 0ft, PERFORATED,
ABANDOMNED

6,970.0f, 705001, PERFORATED,

| ABANDONED

| 7.060.0ft, 7,140.0ft, PERFORATED,
ABANDONED

715001, 7,244 0ft, PERFORATED,
ABANDOMED

g 725401, 7,306.0ft, PERFORATED,
| ABANDOMED

7,254 0ft, 7,306.0ft, REPERFORATED,
OFEM

7,326.0f, 7,364 0ft, REPERFORATED,
|SOLATED

7,326.01, 7,364 0ft, PERFORATED,
ABANDOMNED

7,3260.0f, 7,364 0ft, REPERFORATED,
|SOLATED

7370401, 7,554 0ft, REPERFORATED,
|SOLATED

7,374 .01, 7,384 0ft, PERFORATED,
ABANDOMED

7,374.0f, 7,384 0ft, REPERFORATED,
| SOLATED

7,398.0f, 7,436 0ft, FERFORATED,

| SOLATED

740801, 7,438 0ft, PERFORATED,
ABANDONED

745001, 7.470.0ft, PERFORATED,
ABANDOMNED

746251, 7452 5ft, PERFORATED,
ABANDOMNED

745801, 7490 0ft, PERFORATED,
|SOLATED

Componert

FILL

Componert

FILL

Componert

CEMENT

Componert

CEMENT

Component

CEMEMNT

Componert

CEMENT

Top M D (ft]

Top M D (ft)

Top M D (ft)

Top M D (ft)

Top MD (ft)

Top M D (ft]

Bt MD (1)
7.481.0 7.513.0
Btrn MD ()
7.513.0 7.525.0
Bt MD ()

75250 75430

Bt MD (1)

70430 75450

Bt MD(ft)

7.545.0

7.550.0

Bt MD (1)

7,550.0 7,700.0

term QD (in) Grade Wt (ppf)

20,000

CASING JOIMNTES)

ltem QD (in) Grade Wt (ppf)

CASING JOINTIS) 13.375 K-55  54.50

lterm QD (in) Grade Wt (ppf)

CASING JOINTIS) 9.625 K-55  40.00

lterm OD (in) Grade Wt (ppf)
CASING JOINTIS) 7.000 RK-55  26.00
CASING JOINTIS) 7.000  kK-55 2300
CASING JOINTIS) 7.000  RK-55  26.00
FLAG JOINT 7000 RK-55 0 26.00
CASING JOINTIS) 7.000  kK-55  26.00
FLOAT COLLAR 7000 RK-55  26.00
CASING JOINTIS) 7.000  RK-55  26.00

FLOAT SHOE F.000  K-55  26.00

lterm QD (in) Grade Wt (ppf)
LINER HANGER 7000 M-80 18.00
CASING JOINTIS) 5000  MN-80 18.00
FLOAT COLLAR 5000 M-80 18.00
GUIDE SHOE 5000  M-80 18.00

Wel: 311-3G S/T/R: 3G/31S5/24E

CASING CEMENT DETAIL

- -

Sfc Csg. Cmt Vol 347 cf
Hole Size: 17.5"
Casing Size: 13.375"
Top Job: No

Rtns to Sfc: Yes (10 cf)
TOC: Sfe

Interm Csg. Cmt Vol: 1558 cf
Hole Size: 12.25"

Casing Size: 9.625"

Top Job: No

Rtns to Sfc: Yes (295 cf)
TOC: Sfc

Prod. Csg. Cmt Vol: 2231 cf
Hole Size: 8.75"

Casing Size: 7"

Top Job: No

Rtns to Sfe: No

TTOC: Sfc

Liner Cmt Vol: 95 cf
Hole Size:

Casing Size: 5"
Top Job: No

Rtns to Sfc: No

TTOC: 6740

Top of Injection Zone:
B-Sand 6798'

Volume Behind Pipe:

1.18 Yield Assumed

Theoretical Calculations (T TOC)
Apr 2012

TopMD (ft)

14.0

ToptD ift)

14.0

TophD (ft)

14.0

TophD (ft)

14.0

6.1

5,086.0
5,904 8
65,9232
74513
74632
70484

TophD (ft)

5486 2
5,493 1
70408
70422

BtmMD (ft)

55.0

BtrmtD (ft)

318.0

BtrmtD (ft)

3,313.0

BtrmhD (ft)

6.1

5,086.0
6,904 5
6,923 2
74613
74632
7045 4
7,550.0

BtrmhD (ft)

65,4931
7.540.8
7,042 2
75430
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